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USER MANUAL

Parts List
1)  Conical Fermenter Body - 1
2)  Collection Ball - 1
3)  Left and Right Wall Mounts - 2
4)  1” Union Valve - 1
5)  6” Screw Top - 1
6)  3 Piece Airlock - 1
7)  Rubber Grommet - 1
8)  Hose Barb - 1
9)  Roll of Teak Tape - 1
10)  Hose - 1
11)  Vessel Mounting Bolts - 2
12)  6” Gasket - 1 (note this will be inside 
 the 6” Screw Top)
13)  Wall Mount Bolts & Washers - 4 each
14)  Hose Clamp - 1
15)  Union Valve Fittings for Collection Ball - 4 
 (2 pieces will be attached to the valve)

EN

Congratulations! You just opened your very own FastFerment. Now 
you will be able to make the best beer or wine in the comfort of your 
home with the least amount of effort. Thank you for allowing us to 
help - we want to do everything possible to make your homebrewing 
& winemaking an awesome experience.

Enclosed in this package: 
• 27 total pieces for the unit for complete assembly 
• 4-page setup brochure with tips & advise

IMPORTANT!  READ all instructions before setting up or using your FastFerment.

Art.no. 017.720.4

Manufactured by Full Throttle Parts Inc.  
Unit 105 - 264 Queens Quay West, 
Toronto, Ontario, Canada M5J 1B5 
www.FastFerment.com   
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LEFT SIDE (when looking at FastFerment) RIGHT SIDE  (when looking at FastFerment)
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EN Wall Mounting Instructions

Step 1:  Determine the area where you will mount the FastFerment by locating 2 
 adjacent wall studs. Wall studs are typically 16” (40,64 cm) apart, which is   
 ideal for the mounting system. You will need a stud for each bracket. 
Step 2:  For homebrewers who are bottling - mark a spot on each stud at 40” (101,6 cm) in   
 height. If you are kegging, mark spots at 52” (132,08 cm) in height. Ensure the marks  
 are exactly the same height to keep the unit level when mounting.
Step 3:  Line the top of each bracket up with the line drawn on the stud. Make marks in the 4   
 bolt holes in the wall mount for where you will screw in the anchor bolts.    
 Start pilot holes and mount both brackets. 
Step 4:  Hand tighten 2 bolts into the side of the FastFerment until they are snug. 
 Do not overtighten.

IMPORTANT NOTE: Screwing the bolts too tight into the inserts will pop the insert out and ruin the 
wall mounting capabilities.

Step 5:  Place FastFerment onto the wall mounting system and ensure the 2 bolts fully rest   
 inside the cut outs on the Wall Mount.

1.  Always make sure to clean the unit thoroughly before use with a soft sponge or cloth. Never use  
 anything hard like as a brush or scraper to clean the unit. It is important to avoid scratching the  
 inside of the FastFerment to ensure everything can funnel through properly. 

2.  It is advised to completely disassemble the unit and clean it thoroughly every 6 months. This will  
 help ensure the longevity of the parts and the quality of your beer & wine.  Extra care and attention  
 must be taken to ensure the plastic threads are not damaged when taking apart or putting the unit  
 back together. 

3.  Mount FastFerment out of direct sunlight

4.  It’s best to avoid long-term aging in the unit unless head space is filled with CO2, not Oxygen

Best Practices – Important Notices

The lip of the brackets (where the holes for the screws are) go to the OUTSIDE. 
Mount your brackets like this:
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ENFastFerment Setup Instructions
Step 1:  Clean Inside of Conical and Parts
 It’s very important to thoroughly clean your new FastFerment before use with the 
 recommended Five Star Cleaning Supplies and a soft sponge or cloth. FastFerments   
 have not been rinsed or cleaned prior to shipping. Clean and sanitize, soak if possible,  
 all parts before putting the unit together.
Step 2:  Tape Threads  
 Take the supplied Teak Tape and wrap the following in the direction the threads rotate:
 1.  Threads at the bottom of the Conical Fermenter 
 2.  Threads on the Collection Ball
 3.  Threads on the Hose Barb 
 4.  Thermowell
IMPORTANT NOTE: If you put the teak tape on backwards the unit could leak.

Step 3:  Screw the 6” Screw Top on and off 10 times to break threads in without the gasket in   
 the screw top. (To have the 6” screw top lid easily screw onto the FastFerment, the   
 threads need to be broken in).
Step 4:  Attach the solid end of the Union Valve to the Conical Fermenter.
Step 5:  Attach one of the Union Valve Fittings to the Collection Ball.
Step 6:  Attach the other Union Valve Fitting to the Hose Barb.
Step 7:  Attach the Hose to the Hose Barb.
Step 8:  Attach the Collection Ball to the Union Valve and open the valve.
Step 9:  Insert Grommet into the hole on the top of the 6” Screw Top.
Step 10:  Insert the Airlock into the Grommet.
Step 11:  Place the completed FastFerment into Wall Mount using the bolts and grooves on each  
 wall mount.
Step 12:  Fill FastFerment and screw on 6” Screw Top with Gasket.
Step 13:  Begin your first batch and have fun!
Step 14:  Check out the extra FastFerment accessories including the stand, carrying  strap, 
 thermometer and extra collection ball at www.FastFerment.com. 
 More accessories coming soon!

5.  Do not put excessive pressure or force on the mounting bolts on the side of the unit. They are tested  
 and rated to hold up to 100lbs (45 kg). Excess weight can rip the metal inserts out of the conical  
 walls making it unable to use the Wall Mount and could damage the integrity of the FastFerment as  
 a whole. 

6.  Do not apply direct heat such as a flame or heat gun to the system. It will melt the plastic.

7.  Thermowell Cleaning. The Thermowell is removable from the unit. The Thermowell is threaded into  
 the plastic wall of the FastFerment. Extra care and attention must be taken to ensure the plastic  
 female threads are not damaged when taking the Thermowell out for cleaning, which is suggested  
 every 6 months. Make sure to use Teflon Teak Tap on the threads of the Thermowell when putting  
 back in. Do not over tighten, as the Brass Thermowell will damage the plastic threads. 

THERMOWELL INSTALLATION
Please note that the Thermowell is not screwed into the FastFerment. You must first wrap the 
threads on the Thermowell in the direction that the threads rotate with the supplied Teflon Tape.
Extra care and attention must be taken to ensure the plastic female threads are not damaged 
when installing and taking out the Thermowell for cleaning. Make sure to use Teflon Tape on the 
threads of the Thermowell when re-installing it. Do not over tighten, as the Brass Thermowell 
will damage the plastic threads.



If we can do anything to help, please let us know:
info@brouwland.com
+32 11 40 14 08

LIMITATION OF LIABILITY
IN NO EVENT WILL Full Throttle Parts Inc. or Axle Plastic Inc. BE LIABLE, WHETHER IN CONTRACT, TORT, OR OTHERWISE, FOR ANY 
INCIDENTAL, SPECIAL, INDIRECT, CONSEQUENTIAL OR PUNITIVE DAMAGES, INCLUDING, BUT NOT LIMITED TO, DAMAGES FOR ANY 
LOSS OF USE, LOSS OF TIME, INCONVENIENCE, COMMERCIAL LOSS, OR LOST PROFITS, SAVINGS, OR REVENUES TO THE FULL 
EXTENT SUCH MAY BE DISCLAIMED BY LAW FOR USE OF FastFerment or any accessories or parts associated with FastFerment. 
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